(LOCINOX)

Industrial gates

GBMU4DSHIELD

https://www.locinoxusa.com/gate-
hardware/hinges/industrial-gates/d00000078

Vandal-proof hot dip galvanized 180° hinge. This secured version of the GBMU4D16 hinge provides
extra security since the eyebolt or cross bolt can not be tampered with. With the 4-way adjustability you
no longer have to keep left or right turning gates in stock. Height, depth, left and right alignment and
turning direction are individually adjustable.
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GBMUADSHIELD-12x-90  2200bs M2 39/16" 23/4° 13/8" 15/16" 1-1/4° 17/8 37/16" 23/16' 2°  33/8" 15/16" 23/a4" 11/2°
GBMUADSHELD-16x-110 440kbs M16  45/16° 33/8" 19/16" 13/16* 15/8° 23/8° 39/16" 21/2° 23/8" 37/16" 1°  31/8° 15/8
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TECHNICAL SPECIFICATIONS

Left-Right Adjustability Yes
Minimal Distance Gate - Post 7/8 in; 1-3/8 in
Gate Weight 220 Ibs
440 lbs
Horizontal Adjustability 1-5/8, 2-1/16 in
Vertical Adjustability 3/14in
Materials Main Part(s) Hot Dip Galvanised Steel
Steel
Hours of Salt Spray Testing 500
Test Frequency 500000
Years of Warranty 3
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